Short Instructions. 


Watkins Bee Meter. 


Hold the Meter to face the light; cgunt seconds 
as accurately as possible; tura the back lid a little 
to expose a fresh surface of sensitive paper, and 
count (commencing with nought) how many seconds 
the paper takes to darken to match in depth the 
darkest of the two painted tints alongside. This 
number is the actino- 
meter number. To set 
the scale, lay thumb on 
front of glass, and first 
three fingers on back of 
lid, as in illustration, 
and revolve glass (to- 
gether with back) until 
the stop or diaphragm you use is opposite the speed 
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of plate (see Speed Card). Both these values will 
be found on left hand side. Then on the right hand 
side look out the actinometer number (in column 
above LIGHT) and opposite it will be found the cor- 
rect exposure to give in seconds or fractions of a 
second. If the figure is to the left of 1 it will bea 
fraction, ‘thus *8 is } second, or ’30 is 34; second. 


EXAMPLES: 

Plate 90, Stop F/16, Act. 6=Exp. ’4 or } second. 
Plate 65, Stop F/28, Act. 16=Exp. 3 seconds. 

The above is for all ordinary subjects, as land- 
scapes, interiors, portraits, houses, &c. For sky 
and sea give th indicated exposure; for snow 
shipping, white objects, }; for light objects and 
open landscape give 4. See that the light tested 
represents that falling on the subject. See full in- 
structions for changing the paper and other details. 


